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Cement Test

EN 196
Mortar Mixer

• with manual control
• 2 mixing speeds
Order-No. B2780 

Mortar Mixer
• for production of standard prisms
• with programme automatic
• 2 mixing speeds: 140 to 285 min. 
• sand feeding device
• prepared to connect water dosage device.
• weight approx. 80 kg
• electric connection 110/230V, 50/60 Hz,  

0.4 kW
• dimensions approx. (DxWxH):  

465 x 610 x 850 mm
Order-No. B2781

Mortar Mixer
• as before, but with water dosage device
Order-No. B2782

Automatic Vicat-Needle Device
• stiffness begin – stiffness end
delivery volume:
• needle Ø 1.13 mm
• needle Ø 1.13 mm with special foot
• immersion rod Ø 10 mm
• hard rubber ring Ø 70 / 80 mm
• glass plate
• registration paper
• additional weight 200 g
• tool set  

(allen type wrench 2.0 and 2.5 mm)
Order-No. B26660

Accessories:
Needle Cleaner

Order-No. B26670

Vicat-Needle Device
• stiffness begin – stiffness end
delivery volume:
• needle Ø 1.13 mm
• needle Ø 1.13 mm with special foot
• immersion rod Ø 10 mm
• hard rubber ring Ø 70 / 80 mm
• glass plate
Order-No. B26091

LeChatelier Ring
• made of brass
• for determination of volume consistency of 

cement
• with  2 measuring tops
• incl. 2 glass plates
Order-No. B2601
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Cement Test

EN 196
Jolting Table

• for compacting of specimens
• dimensions: 

jolting table 1100 x 400 x 280 mm 
switch box 200 x 300 x 120 mm

• weight:  
jolting table 55 kg 
switch box 8 kg

• electric connection 230 V / 50 Hz
Order-No. B2830

Vibrating Table
• for compacting of specimens
• table plate: 400 x 300 mm
• stainless steel table plate
• vibrations: 3000 rpm.
• clamping device for specimen mould
• vibration width setting
• vibration width display
• timer-Digital
Order-No. B2808

Precision Three-Gang-Mould
• with bore holes for shrinkage measuring pins
• all parts chemical nickeled
• surface grinded
• webs and nut plates marked 
• dimensions W/D/H: 160 x 40 x 40.1 mm
Order-No. B2709222

Precision Three-Gang-Mould
• as before but without bore holes for  

shrinkage measuring pins
Order-No. B270925

Adapter Box
Order-No. B2710
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